Finmere Aerodrome Circuit Pattern and Noise Avoidan ce Area
N5159.06 W00103.20 / Elevation 395 feet AMSL / 2.5n m WSW of Buckingham / Runway 28/10 700m tarmac

FINMERE AERODROME IS STRICTLY PPR. NO GLIDERS OR AEROTOWS. No landing fee if PPR. Unauthorised (non PPR) landings £30.
Call James McCafferty, CFI, Microflights (microlight school) on 07974 94 99 96. After landing, follow taxiway at eastern end of runway down towards hangars
and park on hard standings to left of taxiway, or park on hard surface near hangars.

No signal square. Windsock (orange) at eastern end of runway. No radio. Active microlight school ope rating all year round. Absolutely NO
OVERFLIGHTS of marked exclusion (noise avoidance) a rea. NO overflights of aerodrome below 1500 feet AA L. All circuits to SOUTH (28/LH, 10/RH) at
700 feet QFE. No dead side. No approaches from the north. Approach from east, west or south at minimum 1900 ft QNH, set QFE and join overhead at
minimum 1500 ft QFE. Assess circuit direction (windsock at eastern end or runway), exit circuit to east or west at 1500 ft QFE and, when clear of circuit,
descend to 700 feet to join extended downwind or base leg. Circuit depicted is for microlights. GA aircraft may fly a wider circuit at 700 feet, but avoid
overflying Barton Hartshorn and Preston Bissett villages to the south.



